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YK8100-8
2 2U
YK8100-8 10
SSD HDD
YK8100-8
YK8100-8 ScalelO VMware vSAN
™
. 10
2 25

SATA DOM/PCI-E SSD

ScalelO VMware vSAN™
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IT
Thermal Radar
CPU NVMe SSD PSU
20%
* IPMI 2.0 BMC stack with a full IPMI 2.0 implementation
VLAN
HTTPS Active Directory/LDAP SMASH  CLP YK8100-8
IT

YK8100-8
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*Intel Xeon Scalable Processors

28
16 DDR4 DIMM RDIMM /LRDIMM
3200MHz 4TB
DDR4
3008 3108
(SP)
HBA RAID 12Gbps SAS
SATA DOM
8 3.5 SAS/SATA (HDD/SSD) 2
2.5
800W 1+1
4
670mm
(2V)
IPMI 2.0
1 VGA

2x RJ45 Gigabit Ethernet LAN ports
I1/0 1x RJ45 Dedicated IPMI LAN port
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8GB 16GB

4PCI-E3.0x16 2PCI-E3.0x8

SUSE® Linux
Windows® Server. VMware® ESXi

Red Hat® Linux
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	简化维护与管理
	监控硬体的健康状态 、远端的电源管理、支持VLAN系统日志与警示、可使用加密的通运协议（HTTPS）

